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MILITARY SPECIFICATION SHE~

INSULATION, PLAST1~ LAMINATED, THERMOSEITING, GL4SS-CLOTH,
MELAMINE-RESIN (GME)

This specification i.rapproved for use by all depatiments and agencies of the Department
of Defense.

The requirements for acquiring the insulation material described herein shall consist of this
specification sheet and the issue of tbe following specification listed in that issue of the Department
of Defense Index of Speci5cations and Standards (DODISS) specified in the solicitatioru
MILI-2476S.

REQU1REMENT5

Construction: The material shall consist of glass cloth impregnated and bonded with a melamine-
rcsin compound or binder and processed to conform to this specification.

Intended H The laminated material covered by this specification is a flame and arc resistant,
rigid plastic laminate designed for mechanical support in electrical equipment applications. The
laminate shall not be applied in applications where the continuous electric stress exceeds 50 volts
per mil of thickness.

Forms: Sheets and rolled tubes are recommended forms of laminated material covered by th~
specification.

Burning mta The burning rate for the material covered by this specification shall be class O.

Temperature hrdicfx The laminated material covered by this specification has a mechanical
strength test index of 140.

Dimensions and psrrt msmber~

Thickness of sheets The thickness of laminated sheets, permissible variations, and the
applicable part number shall be as specified in table I.
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Part number
Nominalthickness Permissiblevariatiom

(inches) (k inch)

M2476V1-S-1 0.010 0.002
M2476W-S-2 0.015 o.cK13
M2476W-S-3 0.020
W.476W-S4

0.W34
0.025 0.005

M2476W-S-5 0.031 O.(M65
M2476SIIS4 0.047 0.CQ75
M2476SII-S-7 0.062 O.(W5
M2476s11-sa 0.094 0.0Q9
M2476811-S-9 0.125 0.012
M2476s\l-s-lo 0.156 0.015
M2476W1-S-11 0.1ss 0.019
M2476S/13-12 0.219 0.021
M24%5811-S-13 0.250 0.022
M24768/ls-14 0.312 0.026
M2476811+3-15 0.375 0.030
M2476811-S.16 0.438 0.033
M247681i-s-17 0.500 0.O36
W476S11-S-18 0.625 0.040
M2476W-S-19 0.750 0.043
M24768/1-S-20 0.875 0.046
M2476W-S-21 Mum 0.049
M2476W-S-22 1.125 0.053
M2476s/14-23 1.250 0.055
M2476811-S-24 1.375 0.058
M2476W-S-25 L5cm 0.061
M2476811-S-26 1.625 O.(K4
M2476S/1-S-27 1.750 0.067
M2476W-S-28 1.875 0.070
M2476811-S-29 2.000 0.073
M24768/1-s-30 2.125 0.079
M2476W-S-31 2.50+2 0.0s5
M2476W-S-32 2.750 0.091
M2476811-S-33 3.000 0.097
M2476W-S-34 3.5@l 0.110
M2476SII-S-35 4.003 0.122
M2476SII-S-36 4.5ca 0.134
M2476811-S-37 5.003 0.142
M24768[1-S.38 5.5cKl 0.156
M2476811-S-39 6.000 0.172
M2476S11440 6.500 0.180
hT247681ts41 7.00+1 0.195
M24768/1-S-12 ~ 7.500 0.210
M24768/1-s43 8.WO 0.216
M2476W-W4 8.50il 0.232
M24768/1-s45 9.cK30 0.240
M24768/1-s46 9.500 0.2s5
M2476W-S47 loqo 0.:;0
M2476811-S48
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MIL-I-2476S/l

‘For part numbers of sheets not listed in this table, the thickness shall be included after the part
number. Example of this for a 0.8125 inch thick sheet shall be: M24768/l-S-48-0.8125.

‘On sheets of nominal thickness not listed in this table, the permissible variations shall be tbe same
as for the next greater thickness.

Diameter of rolled rorurd tubes The range of sizes for rolled round tubes shall be as specified in
table IL The inside diameter and outside diameter shall be included in the part number. An
example of a part number for a rolled round tube with an inside diameter of 0.125 inch and an
outside diameter of 0.156 inch shall be: M24768/1-TRR-O.125/O.156. The waO thickness
tolerances for rolled tubes with an inside diameter up to 4 inches shall be as specified in table III.

TAf3L,E IL Range of sizes for rolled round tubes.

Inside dmmeter Outsidediameter Wall Ihickrrcss Maximum ratio
finches) (inches) (inch) of Wall

Mhdrmrm Masimum Minimum Maximum Minimum Maximum
thicknessto

insidediameter
1 I I I I I

0.12s 48.000 0.156 50.000 0.016 1.000 1/2

TABLE III. Well thickness tolerances.

Wall thic!mess Tolerances
(inch) (z inch)

0.010 to 0.015
0.016 to 0.030 0.006
0.031 to 0.061 0.008
0.062 [o 0.124 0.009
0.12.5to 0.249 0.011
0.2s0 to O.sof.l 0.013

Performance requirement Performance requirements for laminated materia!s shall be as
specified in tables IV and V.

The following performance requirements do not apply to this plastic laminate

a. Silicone content
b. Tracking resistance,

Testing The laminated material covered by this speci~cation shall be tested under qualification
inspection requirements.
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Custodians:
Army – ER
Navy - SH
Air Force – 20

Review activities
Army - MI, AR, EA
Navy - EC, OS
Air Force - S5

User activities
Arnry -ME
Navy - MC, AS

MIL-I-2476W1

Preparing activity
Navy – SH

(Project 5970-1015-01)


